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Environmental Protection Agency § 60.386 

§ 60.383 Reconstruction. 

(a) The cost of replacement of ore- 
contact surfaces on processing equip-
ment shall not be considered in calcu-
lating either the ‘‘fixed capital cost of 
the new components’’ or the ‘‘fixed 
capital cost that would be required to 
construct a comparable new facility’’ 
under § 60.15. Ore-contact surfaces are: 
Crushing surfaces; screen meshes, bars, 
and plates; conveyor belts; elevator 
buckets; and pan feeders. 

(b) Under § 60.15, the ‘‘fixed capital 
cost of the new components’’ includes 
the fixed capital cost of all depreciable 
components (except components speci-
fied in paragraph (a) of this section) 
that are or will be replaced pursuant to 
all continuous programs of component 
replacement commenced within any 2- 
year period following August 24, 1982. 

§ 60.384 Monitoring of operations. 

(a) The owner or operator subject to 
the provisions of this subpart shall in-
stall, calibrate, maintain, and operate 
a monitoring device for the continuous 
measurement of the change in pressure 
of the gas stream through the scrubber 
for any affected facility using a wet 
scrubbing emission control device. The 
monitoring device must be certified by 
the manufacturer to be accurate within 
±250 pascals (±1 inch water) gauge pres-
sure and must be calibrated on an an-
nual basis in accordance with manufac-
turer’s instructions. 

(b) The owner or operator subject to 
the provisions of this subpart shall in-
stall, calibrate, maintain, and operate 
a monitoring device for the continuous 
measurement of the scrubbing liquid 
flow rate to a wet scrubber for any af-
fected facility using any type of wet 
scrubbing emission control device. The 
monitoring device must be certified by 
the manufacturer to be accurate within 
±5 percent of design scrubbing liquid 
flow rate and must be calibrated on at 
least an annual basis in accordance 
with manufacturer’s instructions. 

§ 60.385 Recordkeeping and reporting 
requirements. 

(a) The owner or operator subject to 
the provisions of this subpart shall 
conduct a performance test and submit 
to the Administrator a written report 

of the results of the test as specified in 
§ 60.8(a). 

(b) During the initial performance 
test of a wet scrubber, and at least 
weekly thereafter, the owner or oper-
ator shall record the measurements of 
both the change in pressure of the gas 
stream across the scrubber and the 
scrubbing liquid flow rate. 

(c) After the initial performance test 
of a wet scrubber, the owner or oper-
ator shall submit semiannual reports 
to the Administrator of occurrences 
when the measurements of the scrub-
ber pressure loss (or gain) or liquid 
flow rate differ by more than ±30 per-
cent from the average obtained during 
the most recent performance test. 

(d) The reports required under para-
graph (c) shall be postmarked within 30 
days following the end of the second 
and fourth calendar quarters. 

(e) The requirements of this sub-
section remain in force until and un-
less the Agency, in delegating enforce-
ment authority to a State under sec-
tion 111(c) of the Act, approves report-
ing requirements or an alternative 
means of compliance surveillance 
adopted by such States. In that event, 
affected sources within the State will 
be relieved of the obligation to comply 
with this subsection, provided that 
they comply with requirements estab-
lished by the State. 

[49 FR 6464, Feb. 21, 1984, as amended at 54 
FR 6676, Feb. 14, 1989; 65 FR 61760, Oct. 17, 
2000] 

§ 60.386 Test methods and procedures. 

(a) In conducting the performance 
tests required in § 60.8, the owner or op-
erator shall use as reference methods 
and procedures the test methods in ap-
pendix A of this part or other methods 
and procedures as specified in this sec-
tion, except as provided in § 60.8(b). 

(b) The owner or operator shall deter-
mine complance with the particulate 
matter standards § 60.382 as follows: 

(1) Method 5 or 17 shall be used to de-
termine the particulate matter con-
centration. The sample volume for 
each run shall be at least 1.70 dscm (60 
dscf). The sampling probe and filter 
holder of Method 5 may be operated 
without heaters if the gas stream being 
sampled is at ambient temperature. 
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For gas streams above ambient tem-
perature, the Method 5 sampling train 
shall be operated with a probe and fil-
ter temperature slightly above the ef-
fluent temperature (up to a maximum 
filter temperature of 121 °C (250 °F)) in 
order to prevent water condensation on 
the filter. 

(2) Method 9 and the procedures in 
§ 60.11 shall be used to determine opac-
ity from stack emissions and process 
fugitive emissions. The observer shall 
read opacity only when emissions are 
clearly identified as emanating solely 
from the affected facility being ob-
served. 

(c) To comply with § 60.385(c), the 
owner or operator shall use the moni-
toring devices in § 60.384(a) and (b) to 
determine the pressure loss of the gas 
stream through the scrubber and scrub-
bing liquid flow rate at any time dur-
ing each particulate matter run, and 
the average of the three determina-
tions shall be computed. 

[54 FR 6676, Feb. 14, 1989, as amended at 65 
FR 61760, Oct. 17, 2000] 

Subpart MM—Standards of Per-
formance for Automobile and 
Light Duty Truck Surface Coat-
ing Operations 

SOURCE: 45 FR 85415, Dec. 24, 1980, unless 
otherwise noted. 

§ 60.390 Applicability and designation 
of affected facility. 

(a) The provisions of this subpart 
apply to the following affected facili-
ties in an automobile or light-duty 
truck assembly plant: each prime coat 
operation, each guide coat operation, 
and each topcoat operation. 

(b) Exempted from the provisions of 
this subpart are operations used to 
coat plastic body components or all- 
plastic automobile or light-duty truck 
bodies on separate coating lines. The 
attachment of plastic body parts to a 
metal body before the body is coated 
does not cause the metal body coating 
operation to be exempted. 

(c) The provisions of this subpart 
apply to any affected facility identified 
in paragraph (a) of this section that be-
gins construction, reconstruction, or 
modification after October 5, 1979. 

§ 60.391 Definitions. 

(a) All terms used in this subpart 
that are not defined below have the 
meaning given to them in the Act and 
in subpart A of this part. 

Applied coating solids means the vol-
ume of dried or cured coating solids 
which is deposited and remains on the 
surface of the automobile or light-duty 
truck body. 

Automobile means a motor vehicle ca-
pable of carrying no more than 12 pas-
sengers. 

Automobile and light-duty truck body 
means the exterior surface of an auto-
mobile or light-duty truck including 
hoods, fenders, cargo boxes, doors, and 
grill opening panels. 

Bake oven means a device that uses 
heat to dry or cure coatings. 

Electrodeposition (EDP) means a 
method of applying a prime coat by 
which the automobile or light-duty 
truck body is submerged in a tank 
filled with coating material and an 
electrical field is used to effect the dep-
osition of the coating material on the 
body. 

Electrostatic spray application means a 
spray application method that uses an 
electrical potential to increase the 
transfer efficiency of the coating sol-
ids. Electrostatic spray application can 
be used for prime coat, guide coat, or 
topcoat operations. 

Flash-off area means the structure on 
automobile and light-duty truck as-
sembly lines between the coating appli-
cation system (dip tank or spray 
booth) and the bake oven. 

Guide coat operation means the guide 
coat spray booth, flash-off area and 
bake oven(s) which are used to apply 
and dry or cure a surface coating be-
tween the prime coat and topcoat oper-
ation on the components of automobile 
and light-duty truck bodies. 

Light-duty truck means any motor ve-
hicle rated at 3,850 kilograms gross ve-
hicle weight or less, designed mainly to 
transport property. 

Plastic body means an automobile or 
light-duty truck body constructed of 
synthetic organic material. 

Plastic body component means any 
component of an automobile or light- 
duty truck exterior surface con-
structed of synthetic organic material. 

VerDate Mar<15>2010 08:06 Aug 06, 2010 Jkt 220148 PO 00000 Frm 00478 Fmt 8010 Sfmt 8010 Q:\40\40V6.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-27T09:18:44-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




